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TAVOLO REFRIGERATO 60

Refrigerated counter 60
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TAVOLO 60 / COUNTER 60
TFO2MID60PV
2 porte / 2 doors - PV Porte vetro / Glass doors
590 mm ge':za oiano con sotiopiano isolante Dimensioni (LXPxH) / Dimensions (LxDxH):
Without worktop with insulating underlay 1460 x 590 x 820/890 mm
600 mm E 60 i o ) )
[ — Piano in acciaio inox con sottopiano isolante Dimensioni (LxPxt}) / Dimensions (LxDxt):
<
Stainless steel worktop with insulating underlay 1460 x 600 x 860/930 mm
20 mm e AL
El [ 580 mm £ Piano in acciaio inox con alzatina e sottopiano isolante Dimensioni (LxPxH) / Dimensions (LxDxH):
=] IS Stainless steel worktop with splashback and 1460 x 600 x 960/1030 mm
T T insulating underlay
Volume interno / Internal volume 354 Lt
Volume utile / Useful volume 200 Lt
Potenza assorbita dallluminazione (dotazione standard suPV) o wiamwe
Power_consumption for.lighting (standard setupforPVY)___________________________________ L
Assorbimento all’avviamento / Starting electrical input 450W/2,8A
Assorbimento a regime / Steady state electrical input 400W/2,4A
+2°C/ +8°C

4 - Temperatura + 30°C / Umidita relativa 60%
4 - Temperature + 30°C / Relative humidity 60%

Alimentazione / Power supply 220/ 240V - 1P - 50 Hz (60 Hz A richiesta / On request)
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590 mm 110/180 mm
TAVOLO 60 / COUNTER 60
TFO3MID60PV
3 porte / 3 doors - PV Porte vetro / Glass doors
9% mm ge':za Jiano con sotopiano fsolante Dimensioni (LxPxH) / Dimensions (LxDxH):
Without worktop with insulating underlay 1910 x 590 x 820/890 mm
£
'—% ICE’ ggno in acciaio inox con sottopiano isolante Dimension {LXPxt) / Dimensions (LxDXH):
<
Stainless steel worktop with insulating underlay 1910 x 600 x 860/330 mm
0 mm e AL
] [ 580 mm £ Piano in acciaio inox con alzatina e sottopiano isolante Dimensioni (LxPxH) / Dimensions (LxDxH):
IS Stainless steel worktop with splashback and 1910 x 600 x 960/1030 mm
T insulating underlay
Volume interno / Internal volume 541 Lt
Volume utile / Useful volume 300 Lt
Potenza assorbita dalliluminazione (dotazione standard suPV) o W aonnk
Power.consumption for lighting (standard setup forPY) Zperpiore WO ]
Assorbimento all’avviamento / Starting electrical input 450 W /2,8A
Assorbimento a regime / Steady state electrical input 400W/24A
Temperatura d’esercizio / Working temperature +2°C/ +8°C

Classe climatica - Dati collaudo / Climatic class - Testing data ¥ 0oL o ,;‘,’]',?}}l‘j’%yﬁgg%

Alimentazione / Power supply 220/240V - 1P - 50 Hz (60 Hz A richiesta / On request)
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TAVOLO REFRIGERATO 60

Refrigerated counter 60
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590 mm 110/180 mm
TAVOLO 60 / COUNTER 60
TF04MID60PV
4 porte / 4 doors - PV Porte vetro / Glass doors
S0 mm ge':za Jiano con sottopiano solante Dimensioni (LxPxH) / Dimensions (LxDxH):
Without worktop with insulating underlay 2360 x 590 x 820/890 mm
£
&1 E ggno i accialo inox con sottopan sclants Dimensioni (LxPxH) / Dimensions (LxDxH):
<
Stainless steel worktop with insulating underlay 2360 x 600 x 860/930 mm
0 mm e AL
] [ 580 mm £ Piano in acciaio inox con alzatina e sottopiano isolante Dimensioni (LxPxH) / Dimensions (LxDxH):
IS Stainless steel worktop with splashback and 2360 x 600 x 960/1030 mm
T insulating underlay
Volume interno / Internal volume 724 Lt
Volume utile / Useful volume 400 Lt
Potenza assorbita dallluminazione (dotazione standard suPV) o W iamnk
Power consumption for lighting (standard setupforPY) ____ 2per/for4W/4000K .
Assorbimento all’avviamento / Starting electrical input 450W/2,8A
Assorbimento a regime / Steady state electrical input 400W/2,4A
Temperatura d’esercizio / Working temperature +2°C/ +8°C

Classe climatica - Dati collaudo / Climatic class - Testing data f_'%%“,feerg‘}f]”r?:;go? e ,r,f,',%t,-ig,atyegg?%

Alimentazione / Power supply 220/240V - 1P - 50 Hz (60 Hz A richiesta / On request)
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